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10 (Amended), A protective helmet partially formed by a main outer shell having a 
longitudinal plane of symmetry [P], said helmet comprising a holding and positioning 
arrangement adapted to be fastened to a user's head, said arrangement comprising a set of 
flexible straps, said holding and positioning arrangement comprising a mechanism for 
adjusting the length- of the straps, said mechanism including a pulley device, said pulley 
device comprising a lever buckle arranged on the straps and a complementary return buckle, 
wherein thf, strap,'? n rr, nfFixed rn the mnin nnr^r ^hell , and ^rm^n^ frn^ th. p oint ^h^r. th^y 
ac e , affixed to the mnin ontPt shell, pns.s Th rough a <T7,ide of the lev^r huclcle the-.r, hr^ ^]^ 
tfl- pass in tht^ romplemfinT p^ Ty rsti i m hurkl ^-, b^forp slid ablv pa-^sinft ^y^m K^ne^^th « pivnHng 
l ever arm of the lever buckle, that i^; susreptihi« of hin r Wna ^aid <;i.-H^hi^ p ^^^^j^ 
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14. The protective helmet according to claim 10, wherein [the straps are affixed 
to the shell, and] the complementary return buckle is affixed to the main outer shell of the 
helmet in an area adjacent to where the straps are affixed to the shell. 
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